ADVANTAGES

A Easy Use: The operator can easily
manage steering operations through
an intuitive user interface and effortless
handling. This approach ensures
universal compatibility with modern
tractors, directly from the tractor’s
touchscreen.

Maximum Flexibility and Simplified
Installation: The system is onboard the
trailer without a mechanical connection
to the tractor. This greatly simplifies
installation and allows for quick tractor
changes.

c Efficiency and Precision: Optimizes
the performance of your towed vehicle,
enhancing manoeuvrability and reducing
downtime. In both automatic and
manual modes, the SmartTronic system
allows for a perfect trajectory of the towed
vehicle.

D Installation Kit System: Complete with
wiring and, upon request, axles already
equipped with dedicated sensors.

E Guaranteed Safety and Reliability: The
system meets automotive specifications
for high safety and reliability.

& SmarTRONIC

The SmartTronic is an innovative
electronically controlled steering axle
system that revolutionizes the way
trailer movement is managed.

A Control via ISOBUS: Fully integrates the

electronic control of the steering axles
with the tractor’s ISOBUS system.

Advanced ILM.U. Sensor: The
system is equipped with an [LM.U.
(Inertial Measurement Unit) sensor
that communicates with the ECU
(Electronic Control Unit) and enables
precise monitoring of the steering angle,
eliminating the need for mechanical
connections between the tractor and the
trailer.

Steering Modes: In addition to the
automatic mode and manual control,
the “crab” mode allows for adaptation to
specific operational needs.

Complete and Easy-to-Install Kit: The
SmartTronic kit comes fully equipped and
integrates perfectly with all our steering
axles. For those who wish, it is possible to
retain cabin controls for manual operation.

High Safety: The SmartTronic steering
system complies with stringent
international standards, including EU
Regulation 167/2013, UN ECE-R79, UN
ECE-R10, ISO 25119, and ISO 26262.
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Semplicita d’uso: l'operatore puo facil-
mente gestire le operazioni di sterzo me-
diante un’interfaccia utente intuitiva e una
gestione senza sforzi. Questo approccio
garantisce una compatibilita universale
con i trattori moderni, direttamente dal tou-
ch screen del trattore.

Massima Flessibilita e Installazione
Semplificata: il sistema & a bordo del ri-
morchio senza connessione meccanica
al trattore. Semplifica notevolmente Iin-
stallazione e consente un rapido cambio
del trattore.

Efficienza e Precisione: Ottimizza le pre-
stazioni del tuo veicolo trainato, miglioran-
do la manovrabilita e riducendo i tempi di
inattivita. Sia in modalita automatica che
manuale, il sistema SmartTronic consente
una traiettoria perfetta del veicolo trainato.

Sistema in kit di installazione: completo
di cablaggio e su richiesta assali gia equi-
paggiati con la sensoristica dedicata.

Sicurezza e Affidabilita Garantite: il si-
stema é rispondente a specifiche automo-
tive per un’elevata sicurezza ed affidabilita.
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& SmarTRONIC

Il sistema SmartTronic e un innovativo
sistema di assali sterzanti a controllo
elettronico che rivoluziona il modo
di gestire il movimento
dei veicoli trainati.
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A Controllo tramite ISOBUS: Integra com-

pletamente il controllo eletironico degli as-
sali sterzanti con il sistema ISOBUS del
trattore.

Sensore I.M.U. Avanzato: Il sistema & do-
tato di un sensore |.M.U. (Inertial Measure-
ment Unit) che dialoga con la ECU e con-
sente il monitoraggio preciso dell’angolo di
sterzo, eliminando la necessita di connes-
sioni meccaniche tra il trattore e il rimorchio.

Modalita di Sterzo: Oltre alla modalita au-
tomatica e al comando manuale, la modali-
ta “granchio” permette di adattarsi alle spe-
cifiche esigenze operative.

Kit Completo e facile da installare: il kit
SmartTronic viene fornito completo e si in-
tegra perfettamente con tutti i nostri assali
sterzanti. Per chi lo desidera, & possibile
mantenere il comando della cabina per un
controllo manuale.

Elevata Sicurezza: Il sistema di sterzo
SmartTronic € conforme a rigorosi standard
internazionali, tra cui il Regolamento UE
167/2013, UN ECE-R79, UN ECE-R10, ISO
25119 e ISO 26262.

CARATTERISTICHE



